
R O U G H  T E R R A I N  T E L E S C O P I C  B O O M S AH23 TB O
AH 23 TB PRO

Outstanding 
performance

22.5 m working height

18.3 m maximum outreach

Optimal productivity

Best lifting speed 56 sec

Fully proportional and 
simultaneous movements

Best comfort
and safety feeling

Single control for both 
steering axles

Optimized
maintenance time

Easy access to all 
components

Easy boom maintenance

Exclusive modular basket, 
quick and easy to repair

Rigid boom
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AH 23 TB O / TB PRO
R O U G H  T E R R A I N  T E L E S C O P I C  B O O M S

TECHNICAL DATA 23 
Working height 22.5 m

Length - storage 7.8 m

Platform size 2.44 x 0.91 m
Length - stowed 10.4 m

Width 2.47 m
Height - stowed 2.7 m

Platform height 20.5 m
Horizontal outreach 18.3 m

Lift capacity 230 kg (2 persons)

Vertical jib rotation 133° (+68/-65)
Platform rotation 180° (+90/-90)
Boom rotation angle 90° (+75/-15)

Turntable rotation 360° continuous

• Warm environment package
• 60 km/h wind speed
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23 

I Height - storage 3.3 m 3.3 m

230 kg (2 persons) without 
working envelope restriction

Working envelope restric-
tion when lift capacity up 
to 450 kg (3 persons) in 
case of dual load option

AH AHTB O TB PRO


